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Art.-No.: 6.1172.0333
6.1172.0633
6.1172.0933
6.1172.1233

   

1172
Fine Line Tape blue
Characteristics

Masking tape for multicolour and design paints.

Especially suitable for long straight lines.

Temperature resistant up to 138 ° C for a maximum of 45
minutes.

1172 can be removed without residue and guarantees a clean
and accurate parting line.

- Not for curves!

Tech Tip

Especially for sticking long straight lines.

Not for curves!

Sizes

1172.0333 - 3mm x 33m

1172.0633 - 6mm x 33m

1172.0933 - 9mm x 33m

1172.1233 - 12mm x 33m

Technical Data

Carrier PVC
Colour DK Blue Gloss
Adhesive Rubber
Thickness 0.163mm PSTC-33
Width 3mm, 6mm, 9mm and 12mm (+/- 1mm)
Length 33m (+/- 0.1m)
Tensile Strength 0.215 kg/mm ASTM D-3759
Elongation strength 600 %
Adhesion to steel 33.6 g/mm ASTM D-3330
Heat resistance 138°C for at least 45 minutes

Storage and Transportation

One year from date of receipt by customer when stored at 22°C (72°F) and 50% relative humidity.
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This data sheet is for information purpose only. To our knowledge the data provided complies with
the latest standard and is based on years of experience in the manufacturing of our products. www.4CR.com
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