Technical Data Sheet

Revised:2020-05-04 | 1/1

Cloth Tape

Characteristics

1190 Cloth Tape is a polythene cloth laminate self adhesive tape
with a waterproof high tack adhesive, for use on automotive
body panels to prevent damage during the sanding process.
Specially formulated to allow clean removal after use not leaving

any adhesive residue.

Temperature resistant up to 80°C for one hour.

Tech Tip

- Edge protection.
- Sand blast resistant.
- Very high adhesion.

Application

Black 6.1190.5050 for edge protection
Silver 6.1190.5051 for Sandblasting
Black 6.1190.5052 for Sandblasting

Technical Data

Colour

Backing

Adhesive
Elongation at break
Thickness

Tensile strength
Peel Adhesion
Rewinding Force
Holding Power
Length

Width

Ball tack
Temperature Resistance

Silver (6.1190.5051) & black (6.1190.5052)
Polycoated cloth

Rubber

15 %

0.3mm (+/-0.1mm)

14 (kg/25mm)

1.1 (kg/25mm)

2 (kg/50mm)

1 hour (25mm x 25mm / 40°C)
50m (+/- 0.5m)

50mm (+/- 2mm)

10 (cm/ball no. 20)

-35 /up to +80 1hr/°C

Storage and Transportation

One year from date of receipt by customer when stored at 22°C (72°F) and 50% relative humidity.

This data sheet is for information purpose only. To our knowledge the data provided complies with
the latest standard and is based on years of experience in the manufacturing of our products. WWW4CRC0m
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