
Technical Data Sheet Revised:2020-05-04 | 1/1

Art.-No.: 6.1205.1350
6.1205.1935 1205

Soft Masking Foam Tape
Characteristics

4CR 1205 Soft Masking Foam Tape is designed for masking door
apertures to stop the ingress of spray paint whilst being sprayed,
during repair.

Tech Tip

- When taking of don't rip, pull of at a low angle
- Available in 13 mm & 19 mm
- Suitable for most gaps
- Supplied in multiple strips of 5 metre lengths
- Clean removal adhesive

Technical Data

Foam White
Adhesive Rubber
Thickness 11mm (+/- 1mm)
Width 13 mm (19 mm) (+/- 2mm)
Length 50 m (35 m) (+/- 0.5m)
Density 30 kg/m² (+/- 4 kg/m²)
Peel adhesion N/25mm 6
Shear adhesion h/23°C >10
UV resistance Limited
Temperature resistance 1h/°C 95

Storage and Transportation

One year from date of receipt by customer when stored at 22°C (72°F) and 50% relative humidity.
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This data sheet is for information purpose only. To our knowledge the data provided complies with
the latest standard and is based on years of experience in the manufacturing of our products. www.4CR.com

http://www.tcpdf.org
http://www.4cr.com

